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Welcome To The Bag-A-Nut Family

-Caleb & Silas Dudley

Quinton Austin
Peggy

Brent Shama Lisa Brian

Sharon
Mashburn

Doreen

We hope you will love your 42” Pro Harvester as much as we do. 
From our small, family owned business to you, we say thanks!
   

Be sure and read every page of this manual before harvesting.
 

If you have any questions, our contact info is on back of this booklet.
Be suBe sure and check out the extra video links in the back for more info.



42” Pro Contents 

6. Tongue 

Needed For Assembly:
Two 9/16” Wrenches
(Not Included)

5. Triangle Bracket
4. Baffle

3. Harvest Bags(2) 2. Folding Baskets(4)1. Harvester
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CAUTION!
DO NOT SIT OR RIDE ON HARVESTER.

CAUTION!
WHEN LIFTING AND LOWERING THE 
LIFT ARM, AVOID PLACING HANDS OR 
FINGERS ON HIGHLIGHTED AREAS.

PINCH AREA

WARNING!
USE EXTREME CAUTION WHEN RAISING 
THE LIFT ARM. 
THE LIFT ARM CAN CAUSE INJURY.
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CAUTION!
THE HARVESTER IS NOT MEANT TO 
EXCEED 5MPH!

CAUTION!
DO NOT ALLOW CHILDREN TO PLAY ON 
OR AROUND HARVESTER.

CAUTION!

LOCK HERE

WHEN THE LIFT ARM IS IN THE DOWN 
POSITION, ALWAYS LOCK IT DOWN 
WITH PROVIDED ROPE AND CARABINER.
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 IMPORTANT THINGS

6. Harvest in a spiral. Start from the outside of 
the tree(s) and work your way toward the center, 
with the harvester positioned on the inside (tree 
side) of your vehicle. This allows the harvester to 
roll over the nuts before the tires of your vehicle 
do. (SEE FIGURE 1)

1. Maintain a well-groomed orchard. 
  -Mow grass short (under 4”)
  -Clean up fallen tree limbs from the harvest area
  -Trim the lower branches up high enough to allow 
for equipment access underneath the trees.

2. Blow as many leaves out of the harvest area as 
possible.

5. Do not harvest on wet terrrain or in the snow.

3. Make sure you have a good plan as to how you 
will harvest. For example: Have a sufficient amount of 
bags/bins available for holding your harvest, and the 
ability to lift and transport the nuts to your desired 
location. 

4. When the harvester is engaged, always move 
in a forward motion. If you need to reverse, 
engage the transportation tires.

Recommended Harvest Pattern
FIGURE 1

START

END
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1. Grease the four fittings on the harvester 
every 10 hours of use. 
Two bearings (one on each side) between 
the frame side and harvester tines and one 
on each hub of the tires (See Highlighted 
Figure 1) 

2. Hose or blow off your harvester at the end of 
season

3. Do not store your harvester outside or in 
direct sunlight.

4. Periodically check the bolts for tightness.

For replacement parts or maintainance questions, 
contact us here:

www.baganut.com
904-641-3934

FIGURE 1

Grease Here 
 (both sides)

Maintenance
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Assembly 
Please follow the instructions carefully on the 
following pages.

If you would like to watch a video of the 
assembly, go the url below, or scan the QR 
code to the right. 
TThis video is a great way to ensure you are 
putting your harvester together correctly.

www.baganut.com/info42pro

Contact Us At:    904-641-3934       www.baganut.com       info@baganut.com6



1. Unpack 
 Carefully roll your harvester off the pallet on a level surface and unpack your contents.
Your harvester comes with the Transportation Tires 
engaged, and Lift Bar down (the Lift Bar is to engage 
the 2 modes: Transportion Mode and Harvest Mode). 
Unlock the carabiner on the front of the harvester and 
lift the Lift Arm up and back until it clicks into place. The 
harvester wheels should now be resting on the ground.

2. Lift Bar

A. Side Pull
       (Recommended)

B. Center Pull
3. Decide Which Way You Want To Pull & Attach

It is best to attach the harvester extended 
to the driver’s side of the vehicle (OHV’s), 
or the opposite side of the discharge 
(mowers).

IMPORTANT!
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IMPORTANT!
Be sure the Tongue is pointed 
towards the front of the harvester

THIRD. Attach the Tongue to the 
Triangle Bracket by first removing the 
bolts from the end of the Tongue. 
Insert both bolts and finger tighten.
(Place the front bolt into the second 
from the top hole for now)

SECOND. Insert bolts from the outside 
and use 2, 9/16” wrenches to tighten.

FIRST. Locate the Triangle Bracket 
and remove the 4 bolts from it with 2, 
9/16” wrenches. 
Choose a side to pull from (See 
‘IMPORTANT’ box on previous page, 7). 

IMPORTANT!
Be sure your Triangle Bracket is 
orientated like the above pic

(Straight Bar On the Front Side Of the Harvester)

STEP

1
STEP

2
STEP

3
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(Skip this page if you are pulling from the center)



First. Remove the bolts from the end of the Tongue. Place the Tongue next to the Center Pull Plate 
(orientate it like the pic below). 

Second. Insert one of the bolts into the rear hole (single hole) with the washers and nuts and finger 
tighten.  Insert the second bolt into the front, middle hole for now (three holes), and finger tighten.

(Ignore this page if you are pulling from the side)
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B. Center Pull

Center Pull Plate



A level harvester is an efficient harvester. It will spill less, and hold more in it’s crates.
The Tongue height on your harvester is adjustable to ensure your harvester is level on your riding equipment. 
Depending on how high or low your hitch ball is off the ground will depend on which front hole you will use (Fig 2). 

FIRST: Bring your riding vehicle near the harvester, on a level surface. Place the coupler (front of 
the tongue) on the hitch ball. If the harvester is level, skip to the third step.
SECOND: If the frame of your harvester isn't level to the ground 
((Fig 1), remove the coupler from the ball and rest the harvester back 
on the ground. Remove the front bolt from the tongue on the Center 
Pull Plate, adjust the tongue to the appropriate hole, and insert and 
tighten the bolt. 
THIRD: Double check that the harvester is level, all bolts are tight, 
and the coupler is secure. (If harvester is still unleveled repeat step 2).
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4. Level Your Harvester

Be sure to have your harvester 
engaged, and tires off the 
ground when leveling 

(LIFT BAR UP)

IMPORTANT!

(Showing Center Pull & Side Pull)
Figure 2

LEVEL

Figure 1



The use of the baffle is optional, but will help if the nuts 
start flying beyond the baskets.

FIRST: Attach the two lower corners of the baffle to the 
holes in the frame with the provided carabiners. 

SECOND: Insert the ball end of the bungee into the slots 
by the upper basket seat.

6. Baffle

Upper Basket Seat

Lower Basket Seat

Unfold two baskets and place them in the Lower Basket 
Seat. Keep extra baskets in the Upper Seat (See Pic 
Below). You can store the baskets in the upper seat open 
or closed. Use provided bungee cords to secure baskets 
in the upper seat.
Baskets can be lifted out once full, and placed back in 
after emptied.

5. Baskets

NOTE
You can stack up to 30 closed baskets 
on the upper basket seat. Additional 
baskets are available for purchase.
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7. The Lift Arm

1. DO NOT LET GO OF THE LIFT ARM WHILE ENGAGING THE HARVESTER WHEELS
2. LOCK HANDLE WITH THE SAFETY ROPE WHEN IN THE DOWN POSITION
3. KEEP HANDS AWAY FROM PINCH AREAS WHILE MOVING THE LIFT ARM

REMEMBER!

Harvest Mode

Transporting IMPORTANT!
DO NOT USE LIFT ARM 
TO PUSH HARVESTER, 

OR LEAN ON. 
 

Not for highway use.
Safety Rope

The 42” PRO has tires that can be engaged for transportation or dis-engaged to activate harvesting mode.
 

To engage the harvester, carefully raise the lift arm up and back until the handle clicks into place.
To engage the transportation tires, lower the lift arm down, towards the front of the harvester. Always attach the 
safety rope when in the down position.
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Want To Learn More?
For the Assembly Video, More Tips and Tricks and to find out the BEST Way To 
Harvest with your 42” Pro, scan the QR code below or visit: 

www.baganut.com/info42pro

CONTACT US AT:    904-641-3934       www.baganut.com       info@baganut.com



WARRANTY
904-641-3934
info@baganut.com
10601 Theresa Dr.
Jacksonville, FL 32246

-5 year frame 
-2 year all other parts
-30 day money back 
 guarantee

Luke 10:2
He told them, “The harvest is plentiful, but the workers are few. Ask the Lord of 
the harvest, therefore, to send out workers into his harvest field.”
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