Bucket Dolly Assembly Instructions

PR1311, PR1311-A, and PR1311-G

Pictured with a 5 gallon bucket and a Stab-A-Nut. Sold separately
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Step 1.

Verify all components are present.
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Step 2.

Slide the wheels and plastic washers onto the ends of the axle.
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Step 3.

Insert cotter pins into the holes on each end of the axle.

‘\

Cotter Pin
1{ Questions?
: % ut. P4 of9 Tel: 904-641-3934
- Email: info@baganut.com



Step 4.

Align the handle with the

center of the base and press
it between the two brackets. \

Be sure to properly orient 7 The handle crin extends toward th
€ nandle grip extenas towar: e rear
the handle so that the holes g
in its lower portion align with S
the holes in the brackets and
its grip is extending toward
the rear.
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Step 5.

A. Insert the 2 1/4” bolt through the B. Install the u-bolt as shown.
corresponding holes in the lower (around handle and through the

portion of the handle and the plate). Add 2 washers and 2
brackets. Orient the washers as Locknuts. Tighten all 3 locknuts.

shown.(tighten locknut after step B.) ((2) 7/16” wrenches required)
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Step 6.

Insert 3 of the 3/4” bolts into the
corresponding holes in the pole bracket and
the hoop plate. Be sure all washers are
oriented as shown and tighten the 3 locknuts.

((2) 7/16” wrenches required) % %/
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Step 7.

Insert a 5 gallon bucket (sold separately) into the hoop.
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Step 8.

Be sure the buckets lower rim
rests in the bracket grooves.
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